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ABSTRACT

A comprehensive investigation of the flow field produced by
an isolated transonic compressor rotor has been completed. This
rotor has an overall diameter of two feet, an inlet hub/tip ratio
of 0.5, a tip Mach number of 1.2 and a total pPressure ratio of
1.65. The time resolved three dimensional exit flow produced by
this rotor was experimentally measured with sufficient spatial
and temporal resolution to determine velocity components and
pressures inside individual blade wakes and in the surrounding
flow. A numerical calculation of the steady inviscid three dimen-
sional through-flow was computed using MacCormack's second order
accurate time-marching scheme. Comparisons between the numerical
solution, the exit flow measurements, and measurements of the
intra-blade static density field obtained by gas fluorescence
showed that the inviscid computation accurately models transonic
compressor aerodynamics and rotor blade pressure distributions in
the upstream portion of the passages, the viscous effects influ-
encing mainly the downstream portions. It is felt that such a
computation procedure has great potential as a compressor design
and development tool especially when coupled with a suitable boun-

dary layer analysis.
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CHAPTER 1

INTRODUCTION

Improving the efficiency of modern transonic axial flow
compressors is an area of increasing research effort because of a
need to reduce gas turbine fuel consumption while also reducing
engine weight. The best current compressor stages operate with
moderately supersonic tip speeds and have total pressure ratios
of 1.6 or higher with efficiencies approaching 90 percent. Only
3 or 4 percent of the inefficiency is fundamental in the sense of
being directly related to frictional drag on the compressor blades;
the remainder being determined by other loss mechanisms lumped
under "secondary flows". Minimizing blade frictional losses and
secondary flow losses will require experimental and theoretical
methods which can resolve not only average flow properties but also
the details of the complex three dimensional flows present in these
machines.

Design of efficient stages has been retarded by a lack of
adequate time resolved flow measurements downstream of high tip
speed rotors. Time resolved, three dimensional measurements have
been obtained only for low speed stages, for example reference (L.
Some time resolved total pressure measurements for high speed
stages, reference (2), have been reported, but measurements of a
single flow quantity provides little information on detailed aero-
dynamics and flow mechanisms. One goal of the present investigation

is to provide time resolved measurements of total and static
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pressures, radial flow angles, and tangential flow angles down-
stream of a representative high speed, highly loaded compressor
rotor. Measurements were taken for an isolated compressor rotor
which has a tip Mach number of 1.2, a total pressure ratio of 1.65,
a two foot overall diameter, and an inlet hub/tip ratio of 0.5.

A critical evaluation of the experimental data taken requires
that the expected rotor through-flow be calculated as accurately as
possible. Recent advances in digital computer processor speed and
numerical methods have made it possible to compute flow solutions
for the complex blade geometries found in turbomachinery. A fully
three dimensional inviscid solution for the rotor through-flow was
calculated to compare against the experimental data. This solution
was computed using MacCormack's time-marching finite difference
method which yields second order accurate solutions. By comparing
the numerical solution to the experimental flow measurements, a
much clearer understanding of the rotor aerodynamics and the impor-
tance of viscous phenomena in determining the rotor through-flow can
be obtained than could be gotten by using only the experimental
results,

During this investigation a flow visualization study of the
intra-blade density for the test rotor was reported by Epstein,
reference (3). This study provided instantaneous static density
measurements on several axial planes through the rotor blade
passage. The availability of the three dimensional instantaneous

density measurements and the three dimensional numerical computation
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for the same geometry provides a unique chance to evaluate the

accuracy of the numerical computation. A comparison of the
measured intra-blade density to the computed density field and an
evaluation of the inviscid numerical computation's potential as a

design tool are important portions of this research work.
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CHAPTER II

EXPERIMENTAL MEASUREMENTS

2.1 Test Facility

A detailed time resolved study of the flow upstream and down-
stream of a high work compressor rotor has been conducted. During
this study, measurements of total pressure, static pressure, radial
flow angle, and pitchwise flow angle were obtained on the blade
passing scale in several radial planes. It is the purpose of this
section to describe the experimental facilities and instrumentation
utilized, the data recording and data processing techniques used
and the basic flow field data obtained.

The experiments were conducted in the M.I.T. Blowdown Com=-
pressor Facility which is described in reference (4), but because
of the facility's unique nature it will be described in some detail
here. This facility allows the testing of full scale high speed
compressor rotors with modest expenditures of money and power.
These savings are accomplished by testing a rotor in a pulsed mode
rather than the conventional steady state mode. Such a procedure
can be successful since most important aerodynamic phenomena have
time scales of at most a rotor rotation period. For example, the
flow time through the test rotor is approximately 1/20 of the rotor
rotation period. Thus if steady state conditions can be provided
for a few rotor rotation periods most relevant aerodynamic data can
be collected.

The necessary steady state test time is provided by the
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Blowdown Compressor Facility in a manner somewhat analogous to a

shock tube experiment. The facility, drawn to scale in Figure 2.1,
consists of a supply tank separated by a diaphragm from a test
section and a dump tank into which the compressor exhausts. An
experiment is performed by bringing the rotor up to speed in a
vacuum, breaking the diaphragm and allowing a test gas to flow
through the compressor. The gas flow rate is controlled by a
choked discharge orifice so that a constant exit axial Mach number
is maintained. During a test the rotor is driven only by its own
inertia and therefore slows down as it does work on the test gas.
Since the supply tank acoustic period is small compared to its
blowdown time, the supply tank acts not like a shock tube driver
but as a stagnation plenum whose pressure and temperature decrease
with time. By proper selection of the initial supply tank pressure,
which controls the power taken out of the rotor, the rotor's rate
of deceleration can be matched to the plenum temperature's rate of
decrease such that the rotor tip Mach number remains constant with
time.

Under the conditions of constant exit Mach number and constant
tip Mach number, the rotor non-dimensional performance parameters,
P /P for example, will remain constant on the blade passing time

t2 tl
scale. This assertion will be true if the flow-through time is
short compared to the blowdown period. For the blowdown facility
this ratio is about 1/100. To illustrate the absolute time scales

of interest during a blowdown test, typical facility parameters are
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shown in Figure 2.2. The blowdown test lasts about 0.2 seconds,

while the steady state test time lasts about 40 milliseconds. The
test time begins at about 75 milliseconds. The comparison between
the plenum temperature and the rotor speed squared shows that the
rotor tip Mach number remained at 1.2, its initial value, throughout
the test. The typical position of a radial traversing probe during
a test is also shown. The initial blade passing frequency is 3.5
KHz.

In contrast to the blowdown tunnel design, the test rotor is
of conventional design for a high speed, high work compressor rotor.
The design of the rotor was also described in reference (4). Some
highlights of the design are a total pressure ratio of 1.6, tip
Mach number of 1.2, an inlet hub/tip ratio of 0.5, an exit hub/tip
ratio of 0.64, and an inlet axial Mach number of 0.5. A summary of
rotor design information is shown in Figure 2.3.

Double circular arc blade sections were used for the subsonic
portion of the span; while, multiple circular arc blade sections
were used for the supersonic portion. The rotor has 23 blades.

Figure 2.4 is a scale drawing of the facility test section
and rotor flow path. The axial location of the various instrumen-
tation ports is also noted. Port 4 and port 5 are immediately
upstream and downstream of the rotor respectively. The axial
spacing of the ports is about one axial chord length. The figure
shows that the outer casing is cylindrical and that all the flow

path convergence is taken on the inner casing.
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2.2 Instrumentation

Supply tank, test section, and dump tank pressures were
measured using conventional strain-gauge transducers having
frequency response flat to 1 KHz. These transducers also have
extremely good stability. The rotor speed is found from a magnetic
pickup adjacent to a 115 tooth gear on the rotor shaft.

Time resolved measurements of the fluctuating pressures behind
the compressor rotor were determined using probes based on the mini-
ature silicon-bonded transducers produced by the Kulite Corporation.
These transducers have frequency response flat from DC to 100 KHz
and their diameter is 0.058 inches. Probes which can be used to
resolve highly unsteady three dimensional flow fields can be
produced by combining several of these diaphragms into one probe
body. The probe design used in these experiments is shown in
schematic form in Figure 2.5. Four transducers were mounted on
flats on a cylindrical body to construct this probe. One transducer
faces the mean flow direction while the remainder are inclined at
45 degrees to the mean flow direction. During a compressor test
the probe is traversed radially inward with transducer number 1
perpendicular to the mean flow direction.

The fraction of the free stream dynamic pressure recovered at
each transducer location is primarily a function of radial and
pitchwise flow angles. Dynamic pressure recovery is influenced to
a much lesser degree by Mach number and Reynolds number. The

pressure recovery measured at each transducer location during
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steady state testing is shown in Figures 2.6, 2.7, and 2.8 for

several combinations of flow angles. The recovery measured for
transducer number 2, which is not shown, is identical to that of
transducer number 3, if the sign of O is reversed. During a com-
pressor test, the transducers are referenced to vacuum and indicate
absolute pressure.

The effect of Mach number and Reynolds number variation on
the probe calibrations were determined in steady state model
testing. The range of Mach number simulated was 0.25 to 0.55; the

4 4
range of Reynolds number simulated was 0.8 x 10 to 3 x 10 , based
on probe diameter. The effect of changing Mach number and Reynolds
number over these ranges was small for angle variations of + 15
degrees. For larger angle variations, the effects of Mach number
and Reynolds number are expected to be much stronger.

The physical dimensions of the traversing probe limit the
spatial resolution that may be achieved. For the rotor tested the
pitchwise distance between transducers is about 3% of blade spacing
at the hub; while, in the radial direction the maximum distance
between transducers is about 5% of the blade span. Large flow
gradients could not be reliably determined over distances smaller
than these.

It should be noted that the transducers are mounted on the
probe body without any surrounding cavities. In this way the full
frequency response of the transducers is retained. However the flow

time across these transducers limits the probe response to about 10
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times blade passing frequency, which is sufficient to resolve events

occurring in the blade passing time scale.

One of the most important aspects of using the kulite dia-
phragms to measure absolute pressures is their proper calibration.
In the Blowdown Compressor Facility, they are calibrated after each
test during venting of the facility to atmospheric pressure. During
this transient, the response of the low and high frequency response
transducers is recorded. The kulite gages are calibrated by compar-
ing their response to known response of the low frequency transducers.

The flow variables can be determined from the measured pres-
sures using an iterative procedure for which a flow chart is shown
in Figure 2.9. First, a guess of the total pressure is made. Values
of the static pressure, radial flow angle (), and pitchwise flow
angle (®) are found using relationships like that illustrated in
Figure 2.10 which are determined from the diaphragm recovery curves,
Figures 2.7 and 2.8. These relationships express the effect of the
flow angles on the recovery of diaphragm numbers 2, 3 and 4. A new
value of the total pressure is calculated using Figure 2.6 which
expresses the flow angle effect on the recovery of diaphragm number
1. 1If the new total pressure value differs from the guessed value
by more than 0.5%, a new total pressure guess is made and the iter-
ation repeated until the guessed and calculated values are suffi-
ciently close.

When the flow angles are within + 15 degrees and the Mach

number not near 1.0, the flow angle measurements are accurate within
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1+ 1 degree and the total pressure measurements are accurate within
2%. As the flow angles increase to 20 degrees, the accuracy
decreases slowly. Beyond 20 degrees, one of the diaphragms seems
to be located in a separated flow region and the accuracy decreases
rapidly.

A second type of high response probe used was a miniature
stagnation probe, sketched in Figure 2.11. This probe consists of
a kulite diaphragm mounted inside a small impact tube. Earlier
testing, reference (4) indicated that such a probe would be insen-
sitive to angle variations of + 15 degrees and have a frequency
response flat to 30 KHz. Similar probes have been used, references
(2) and (5), for unsteady pressure measurements in compressors with
both subsonic and supersonic axial flow.

Both of these probes are mounted on radial traversing mechan-
isms, which allows the probe to survey the entire span within the
steady state test time of 40 milliseconds. Since the rotor pressure
distribution is swept past the traversing probes much faster than
the probes are moved radially, a complete map of the flow field in

one radial plane can be determined in one test run.

2.3 Data Recording and Data Reduction

During an experiment, test data is recorded on a fourteen
channel FM tape recorder. This machine is an Ampex Corporation
model FR-1900 recorder which allows recording of FM analog signals
having frequencies from DC to 80 KHz. One channel of the recorder

is reserved for a 200 KHz crystal oscillator which provides an
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absolute time base for the experiment and subsequent data analysis.

The recorder playback speed may be reduced by up to a factor of 64
to facilitate data analysis. The signal to noise ratio achieved
using the recorder is 40 dB.

Analysis of the high response data collected is made practical
by analog-to-digital conversion (ADC) and then performing data
analysis on a digital computer. A flow chart of the data processing
scheme is shown in Figure 2.12. The initial step of ADC is done
using the ADAGE Computer available from the Electronic Systems
Laboratory at MIT. The ADC process is described in detail in refer-
ence (6). Only a modest ADC rate is possible on the ADAGE, this
fact requires that the analog tape playback speed be reduced by its
maximum factor of 64. Tape recorder flutter compensation and low
pass filtering are included in the ADC step.

The output of the ADC step is a digital format tape which
contains one tape file for each of the original analog tape channels.
The recorded 200 KHz oscillator is used as a trigger which allows
sampling at a sufficient rate and establishes a very accurate real
time for each digital sample.

Further data processing was done on the IBM 370/168 available
at the Information Processing Center at M.I.T. During the reforma-
ting and compaction steps, the quantity of data to be processed is
reduced to cover only time periods of interest and voltage values
are converted from their Adage binary format to their decimal values.

An elapsed time indicator is assigned to each data sample as well as
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a key which is unique for each analog tape recorder channel. The

output of this intermediate processing step is also stored on
magnetic tape. These values are then retrieved, converted to pres-
sures, and stored on direct access devices for random retrieval by
data reduction programs.

Data reduction programs perform several plotting functions as
well as reducing the four diaphragm probe measurements to pressures,
flow angles and Mach number components. Other functions of the
programs include total temperature and entropy rise calculationms,
mass flow calculation, and time and mass flow averaging of flow

variables.

2.4 Basic Flow Field Data

Measurements typical of those taken using the four diaphragm
probe located 0.1 axial chords downstream of the rotor and at an
r/r of 0.74 are shown in Figures 2.13, 2.14, and 2.15. Figure 2.13
sho;s the local total pressure ratio (P /P ) and static pressure
ratio (P /P ). Figures 2.14 and 2.15t§ho;1the Mach number compo-
nents coiiutZé from the pressures plus the measured flow angles.
As time increases in these plots, the rotor turns such that the
probe appears to move from the suction side of one blade to the
pressure side of the adjacent blade.

Figure 2.14 shows, at least qualitatively, the velocity profile
expected for a rotor wake when observed from a stationary reference

frame. That is, the wake has an axial velocity defect and an excess

of pitchwise or tangential velocity. Figure 2.13 shows that there
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is a large total pressure defect associated with the wake and that

the static pressure is not uniform across the wake, in fact it
varies by as much as plus and minus 25 percent. Close scrutinity
of Figure 2.13 shows that the minimum static pressure occurs on the
pressure side of the wake; while, the maximum static pressure occurs
on the suction side of the wake. These wakes are highly curved
toward the pressure side of the blade in both the absolute and rela-
tive reference frames, and the static pressure gradient appears to
be consistent with this streamline curvature. Large outward radial
Mach numbers (up to 0.25) can be seen from Figure 2.15 to exist at
the tangential location of minimum static pressure, i.e. on the
pressure side of the wake. Across the wake, the radial Mach number
decreases by approximately 0.25. An area of radial inflow also
appears at around mid-gap.

These data are typical of data recorded for r/r < 0.80 in

t

that the flow is periodic at blade passing period or the flow is
steady in rotor coordinates.

Data recorded when the four diaphragm probe was located at
r/r = 0.87 are shown in Figures 2.16 through 2.19. These data are

t
representative of results obtained at large r/r . In Figure 2.16
t

the flow is shown to have large blade to blade variations; also,
the blade wakes appear as areas of high total pressure rather than
low total pressure as was the case at small radius ratio., Some

local areas of total pressure ratio as high as 2.10 exist.

The large variations in the flow angles found at this radius
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are shown in Figure 2.17. 1In a few of the time samples, the flow

angles relative to the probe exceed the range of good probe accur-
acy. Pitchwise angles larger than 65 degrees or smaller than 25
degrees as well as radial angles of + 20 degrees fall outside this
range. The flow angle variations encountered at this radius are
perhaps the most extreme encountered during the compressor testing
but the vast majority of the data does fall within the range of
good probe resolution.

The calculated Mach number components are shown in Figures
2.18 and 2.19. These data again show the large blade to blade
variations at this radius; some blade passages appear severely
stalled while others produce almost no blade wake.

By examining the wake shed by a single blade during successive

passes at a constant r/r , it was found that the flow is quite

t
unsteady in rotor coordinates for r/r > 0.80. Evidence of an
t
unsteady separation process at r/r > 0.83 has also been found by

t
Epstein in reference (3) using a fluorescent density measurement

technique.

Figure 2.20 shows a comparison between the four diaphragm
probe total pressure measurements and measurements made using the
miniature total pressure probe. These data are from the same radial
location, r/r = 0.87, but are from different test runs so they

t
should not be expected to be identical. The level of total pressure

appears to be the same as well as the range of pressure ratio, up to

2.10. In addition the shape of the local spikes in pressure appear
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approximately the same.

In order to determine the distribution of work input and
losses, a calculation of the local total temperature ratio was
attempted. The temperature ratio was calculated using Euler's
Turbine Equation as applied to a streamtube.

T, = 1 + YV (2.1)

Ttl Cthl

This form of the equation is valid for streamtubes in which the flow
is steady in a coordinate system relative to the rotor. If we con-
sider the instantaneous temperature ratio, the unsteady effect of
the blowdown can be neglected; however, as was shown in the last
section some portions of the flow are unsteady on a blade passing
time scale. For such streamtubes the computed temperature ratios
could be substantially in error, and this should be kept in mind
when interpreting the following results.

Introducing convenient non-dimensional variables into Euler's

equation yields:

-% L
Ta = 1+ (M) (=D (e/r Mg, (1 + Y21 7 (T[T )" (g g
5 .

Teq

where M = rotor tip Mach number based on T
T 1
From the local totai pressure and temperature, the local entropy

rise across the blade row can be calculated.

b = e, Y, N (2.3)

C
A

Figure 2.21 shows the total temperature ratios and the total pres-

sure ratios for r/r = 0.738. Here we see that the most work addi-
t
tion has occurred in the wakes. The observed wake total pressures
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and total temperatures are generally consistent with the wake

behavior discussed in reference (7).

If the local pressure, temperature, and Mach number are known
throughout a radial plane behind the compressor rotor, the integral
performance of this rotor can be calculated. For example the total
mass flow:

m = J[/pV_rdrds (2.4)

rewritten in terms of convenient variables thus yields:

. 2 -y
m = Fott ST, /R ) (T, /T D (L + y=1 ¥3)] "M }r d(r )d6 (2.5)
2

r r

%o t Tt
where the quantities inside the integral are the measured non-dimen-
sional performance variables andzg are arbitrary reservoir conditionms.
The compressor mass flow c;;%uted by this method is 14.2 Kg/sec
at t = 0.1 seconds in the blowdown. Mass averaged flow quantities,
such as total pressure ratio and total temperature ratio, can be

determined by similar means:

Peal®ay = LSSV ,/P ) rdrd (2.6)

m

The mass averaged total pressure ratio at station 5 was 1.646; the
mass averaged total temperature ratio was 1.158.
The mass averaged total temperature rise may also be calculated

by using the known deceleration rate for the rotor

T, - T - s =  Iw_ dw (2.7)
2~ el — o
pm pm

where Ps = the power being taken out of the rotor, and I = moment of
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inertia of the rotor.

PS = 264 KW at t = 0.1 seconds

Using the mass flow previously determined, the total temperature
ratio may be calculated and is found to be 1.154. This value
compares very favorably to the calculated value of 1.158.

These two total temperature calculations are not strictly
independent since the calculated local temperature was used in the
mass flow calculation, see equation (2.5). However, the total tem-
perature ratio appears to the 1/2 power; further, as can be seen
from Figure 2.21, the temperature ratio is nearly constant outside
the blade wakes. Thus it can be said that the local temperature
calculated from the Euler equation seems tO give a very realistic
evaluation of the work input to the flow.

Mass flow averages at a constant radius were computed for
several flow variables and are illustrated in Figures 2.22 and 2.23.
These averages were computed from time samples five blade passing
periods in length. Figure 2.22 shows the total pressure and temper-
ature ratio. Here we see that the total temperature rather closely
approaches the overall average value of about 1.16 except at the
rotor tip. At the tip, substantial extra work input is found which
is a typical result for compressor rotors of this design. Also the
temperature determined at the different axial stations match closely.

There is, however, a systematic difference between the total
pressures at stations 5 and 6 which corresponds to approximately a

4 percent decrease in efficiency, based on the average pressure and
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temperature. When the relative reference frame total pressure is
calculated from the mass flow averaged quantities, it is found to
decrease by 3 percent from upstream of the rotor to port 5. This
decrease while small compares well with the level of total pressure
loss normally measured for cascades, see reference (8). At this
measurement plane, most of the total pressure loss associated with
wake mixing and secondary flows has not occured. The rotor isentropic
efficiency at port 5 is 97 percent, but the efficiency is reduced

to 93 percent at port 6 by wake mixing and secondary flow losses.

Average pitchwise and axial Mach number profiles are shown in
Figure 2.23. Considerable deviations from the design profiles exist
and are especially important at larger r/r . The average radial
Mach number was nearly zero. ;

Whenever high response data is collected, a serious problem
arises in assimilating the quantity of data recorded. One way to
overcome this problem is to construct level curves or contour plots
of flow variables in an r-g plane. Data samples recorded at several
radial positions and approximately 3 blade passing periods in length
were selected. The samples were all chosen to begin at the same
relative time in a blade passing period. A data point in these
samples then corresponds to a point in a sector of the r-6 plane
including 3 blade passages.

A contour plot of the rotor total pressure ratio in the radial
plane 0.1 chords downstream of the rotor is shown in Figure 2.24.

In this plot data from 10 radial positions were used. The starting
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points of the data samples were selected such that the blades are

located at 0.0, 1.0, 2.0, and 3.0. At small r/r the flow field

can be seen to have nearly constant total pressuie except near the
blade wakes. Near midspan, islands of high pressure appear in the
core flow as well as near the wakes. At large r/r numerous islands
of high and low pressure are scattered throughout Ehe flow field.
Here again it can be seen that at small r/r the wakes in general
have a total pressure defect while at largetr/r the wakes have

an excess of total pressure. ‘

It should be emphasized that these data are in a sense taken
out of context since data from several different blades at different
times are combined into a single plot. As was previously discussed,
unsteadiness does exist and is important at larger radii; therefore,
some distortion and loss of detail in these contour plots is inevi-
table. However, flow features common to all blades will be empha-
sized by this procedure.

A contour plot of the rotor static pressure ratio (P /P )

s2 tl
is shown in Figure 2.25. Many interesting features appear in this
plot; in particular the high static pressure area at about midspan
and the localized high-gradient low-pressure areas. No convincing
explanation for the origin of the areas is yet known; however, the
existence of these areas is supported by the intra-blade density
measurements of reference (3) previously noted.

A contour plot of the entropy rise (s = s Y/C , is shown in

2 1 v
Figure 2.26. The entropy rise was determined from the measured total
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pressure and the calculated total temperature. At small r/r the
flow appears to be very nearly isentropic except for the wakgs.
Above midspan isolated regions of high entropy appear.

Contour maps of the axial Mach number, pitchwise Mach number,
radial Mach number, and total temperature ratio are included as
Figures 2.27 through 2.30 for later reference. These data all
appear to be self-consistent. For example, large radial flows are
directed away from the high static pressure areas at about midspan.
In addition, these data all have large disturbances concentrated at
blade passing frequency.

Similar sets of contour plots were prepared from radial
surveys done further downstream of the rotor. Maps constructed from
a traverse 1.0 axial chord downstream are shown in Figures 2.31
through 2.37. These figures show that considerable evolution of
the flow field occurs in one axial chord. In particular, consider-
able decay of the disturbances introduced by the rotor has occurred
at smaller r/r , while at larger r/r the disturbances seem to have
propagated witﬁout significant decay? In addition, the main distur-
bance frequency for r/r > 0.82 is significantly lower than the
blade passing frequency? the fundamental disturbance at these radii
appears to be about 1.4 times blade passing frequemcy. The flow
field in this outer section is similar to a cellular vortex flow of
the type which occurs between coaxial rotating cylinders under some

conditions of radial circulation variation. In Figures 2.35 and

2.36, zones of large inward and outward flow exist, together with

ORIGINAL PAGE
OF POOR QUALITY
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alternate large and small pitchwise or tangential velocity.

The evolution of the flow field from port 5 to port 6 is
largely explained by the effect of the mean swirl velocity profile,
or pitchwise velocity, on the blade wakes. These effects have been
extensively discussed in general and for the test rotor swirl profile
by Kerrebrock (9, 10). It was shown that in the inner portion of
the annulus, r/r < 0.82, shear disturbances or wakes should be
attenuated with Encreasing distance from the rotor; in this section
of the annulus, the swirl velocity profile can be approximated as a
free vortex. In the outer annulus section, for which the swirl
velocity profile can be approximated as a solid body rotation, shear
disturbances should be persistent or oscillatory in the dovmstream
flow. These persistent disturbances are similar in nature to well
known inertial waves. It was also argued in reference (10), at
least in a qualitative sense, that the first mode of a stable shear
disturbance field in the outer annulus would have a fundamental
frequency which is about 1.4 times the blade passing frequency.
This shear mode would have a tangential mode number, m, of approx-
imately 16; a disturbance at blade passing frequency would have a
mode number of m = 23. Regardless of the mean swirl profile,
entropy disturbances should be convected by the mean flow. These
predictions are all consistent with the flow field summary maps,
Figures 2.32 through 2.36.

Measurements of the upstream sound pressure field for this

same rotor, reference (l1), showed that a well developed duct modal
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structure exists which has dominant tones at mode numbers of m = 7
and m = 16. This sound field was typical of the combination tone
field of a transonic fan. It now seems clear that the m = 16 tone
is excited by the cellular flow in the downstream annulus. The

m = 7 tone may be a combination tone of m = 23 and m = 16 distur-

bances.
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CHAPTER III

NUMERICAL METHODS

3.1 Introduction

The rotor for which the experimental measurements were taken
is highly loaded, has a low hub-to-tip ratio, and has transonic
inlet Mach numbers. These facts dictate that a successful compu-
tation of the flow field must be fully three dimensional and must
be capable of handling mixed subsonic and supersonic flows. Even
though the results of Chapter II indicate the viscous blade wakes
to have an important influence on the complete flow, the calcula-
tions in this section will be conducted for an inviscid non-heat
conducting fluid, as the computation of general high speed viscous
flows remains well beyond the range of current computational methods
and computer hardware. The inviscid solution will be compared to
the experimental measurements taken downstream of the rotor and to
the intra-blade density measurements reported by Epstein in refer-
ence (3). These comparisons should provide unique information on
the accuracy and suitability of inviscid flow analysis when applied
to turbomachine aerodynamics. The comparisons should also provide
a much better understanding of the influence of viscosity on the
rotor through-flow. A three dimensional inviscid calculation also
has considerable importance as an essential first step toward compu-
ting the complete rotor flow field by adding a boundary layer analysis
to the inviscid computation.

The computational task is complicated by the appearance of
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shock waves both inside the rotor passage and upstream of the rotor.
A typical flow pattern for a transonic cascade is illustrated by
Figure 3.1. A strong passage shock originates at the leading edge
of one blade and terminates on the suction side of the adjacent
blade. A weak oblique shock stands in front of the cascade. The
position and strength of these shocks must be determined as part

of the computational solution.

The development of computational procedures suitable for the
solution of this complex flow problem was begun by Oliver and Sparis,
references (12) and (13). These authors used MacCormack's time-
marching method to solve a variety of two and three dimensional
steady transonic flcw problems. They also found a three dimen-
sional solution for the test rotor geometry in the lightly loaded
case. This solution was presented in reference (13). Using as a
base the lightly loaded case, the procedures of reference (13) have
been refined and extended to compute a solution for the highly
loaded ''design'' case. In the next sections, the basic computational
procedures and the results of the highly loaded calculation will be

described.

3.2 Numerical Procedures

The computational problem is specified by the partial differ-
ential equations, the domain over which the solution is desired and
the boundary conditions to be satisfied. The differential equations

are:
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the continuity equation

]
o

3p o+ Ve (pV)
ot

and the inviscid momentum equations

DV = - 1 VP
Dt o

Since shock waves appearing in the flow were expected to be weak,

the energy equation was replaced by an isentropic flow assumption

_ Y
P/PO = (o/oo)

The boundary condition to be satisfied on the blade surfaces
is that the flow be tangent to the blade. The implementation of
this condition is greatly simplified if the problem is solved in a
reference frame rotating with the rotor. This boundary condition

becomes p+ V 1= 0 where n is a unit vector normal to blade and
re

v is the velocity in the rotating reference frame. The gover-
rel

ning equations are then

p  + v-(pvrel) = 9

ot

DV o1 o _ - -

e + 20XV = - 19Vp +0QX(@X1)

Dt rel —7;—

where



These equations when written in matrix form for a cylindrical coor-

dinate system become

U+ JF + 3G + 9H = K (3.1)

ot or 38 0Z

where

U=lro ] F = r}pu 7 x=To0 7]
rou r(pu? + p) PVt P
PV abs TPUY g ~PWabs
LrPw | rOuw i K |

H = row ] G = rb(vabs_ﬂr) -
rouw pulv, -0r)
rpvabsw pvabs(vabs_gr) *p
i r(pw® + P) | | ow (V) =5r) ]

The equations are non-dimensionalized using the new variables

Y

N
<o

The non-dimensional equations are then

(3.2)

]
=~

ou' + JF' + 3G" + 3H'
ot or' a6’ YA




- - —
u' = rtp! F' =r;vp|uv -1 ' =fo “1
Yot vt 12 VY Vo112 vY
r'p'u r'(p'u'* +p" ) Pvas T O
A t ] 1 1 1 .Y Y
t 1 | |
rpvws rpvws rpuvdm
Lr'p'wl ] Lr'p'wl —J —O _
t =- L AP S | v 1 1 =
H r'p'w ] G p (vrel)
v | 1 1] 1 1 1]
r'p'w'u o) (Vrel)u
] 1 \J 1 1 1 1 |Y
roew Vabs P (Vrel)vabs to
r'(p'w'2+ IY) D'(V' )w' Y
E?— rel
L .

The prime superscripts will Be dropped in all fgllowing sections.

The physical flow domain is illustrated by Figure 3.2 which
shows the blade passages as seen by an observer looking radially
inward. Some important geometric features are the blade twist and
the 35 degree slope of the spinner and hub surface. The domain is
bounded at the blade tips by a cylindrical hard wall. By symmetry,
the domain is reduced to the blade passage bounded by the hub and
tip casings and the suction and pressure surfaces of two adjacent
blades.

This domain is transformed to one with a simple shape by a
coordinate stretching which is detailed in reference (13). This
procedure stretches the blade surfaces into untwisted planes and
maps the hub surface onto the z axis. The stretched domain is shown
in Figure 3.3. The equations describing this stretching follow

below:

Z =7z o = (28D 49
el(rsz) - eu(rsz)
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R = r - rh(Z) r,
r, - rh(Z)

equation describing hub surface

where r (Z)
H
r
t

radius of tip surface

ek(r,z)’eu(r,z) map out the pressure and suction surfaces of
the blades

A9 = 2m . N = number of blade = 23

— s

The physical location of radial and axial coordinate grid lines
are shown in Figure 3.4. There are 67 grid lines in the axial direc-
tion of which 31 are inside the rotor blade passage. There are 16
equally spaced grid lines in the radial direction and 12 equally
spaced grid lines in the azimuthal direction.

The transformation to the stretched coordinate system modifies

the basic equations. The Euler equations in the stretched domain

become
3U + BF OR + OH OR + OF 30 + 3G 30 + OH 30 + 3 = K (3.3)
at dR or dR 3Z 30 dr 90 238 30 92 Z

Solutions to these equations were obtained at interior points
using MacCormack's method. A good discussion of this method is
given in reference (12). It is a two-step, explicit, second order
accurate conditionally stable method. This method may be used to
compute solutions to intrinsically unsteady flows or to compute

asymptotically steady flows from initial conditions. Shock waves
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which appear in the flow are resolved as regions of large gradients

spread over 3 to 5 mesh points.
MacCormack's method is used in its split operation form for

efficiency. A typical difference equation would appear as:

* n + n
Uiior T Ve TS A R0
(3.4)
n+l _ n ?‘ _
Ui T W1t U 8 R0 0]

The addition of artificial viscosity terms was required to stabilize
the solution along sonic surfaces and near blade leading and trailing

edges. The form of the viscosity terms used is

Vn+l _ u{[l n n Un+l

x n
3okl R e I Tl W LA B
2

n

3 n+l
_ n -
W11 Pk, Ui, Y

+ . + U7
! Jak,1 J)k;l)]}
2

3.3 Boundary Conditions

At solid walls the boundary condition for inviscid flow, that
the velocity normal to the wall be zero, must be applied. Adequate
procedures exist for implementing this condition in supersonic flow
and are generally based on the method of characteristics, see refer-
ences (14) and (15). A variety of procedures are available for

purely subsonic flow. For transonic flows, the implementation of
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this condition with second order accuracy is difficult since simpli-
fying assumptions usually cannot be made. Sparis (13) suggested a
method which should be applicable in transonic flows when shock
capturing schemes like MacCormack's method are used. In the next
section this method will be reviewed and the proper equations for
use in a rotating reference frame developed.

In this procedure the governing equations written in a body
centered coordinate system are used to determine normal derivatives
valid at the solid wall. The derivatives are used to evaluate a
fluid state vector at an auxiliary point outside the computational
domain. The fluid state on the boundary is then determined as if
the boundary point were an interior point. The logical position of

the auxiliary point is illustrated below.

interior
point

auxiliary
point

At each point on this surface, an orthogonal curvilinear coor-

dinate system consists of the local surface normal, n, and two curves
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in the surface, Nand & . Differential arc lengths along each coor-

dinate line are defined as:

ds = hSdE
= }

dt aTdn

dn = hndC

The L coordinate line is taken to be a straight line and B =1

The normal momentum equation in this coordinate system is

%n + Ys 3% + Uz 3%n + "n 3%n + “nV% o'n+ Yi'n 3'n
at h 9% hT an hn C hnhS o0& nThn an (3.6)
,2 2 " ~ _ ~ - -
S s oMt oMt = - 1 Bp = 0fr(i W) - 20(1, XV )°m
h_h_ o h_h_ 0 ph_ 3z
s n Tn n

For simplicity the centrifugal and coriolis accelerations are
expressed in terms of the base ( r,0,2 ) coordinate system. Since

u = 0 on the surface, this equation reduces to:

n
2 2 3 _ ~ _ ~
ol Vs Mg Yt By o 1 gpne[20@ X T, - @ri]
h h_ 9g h h 3t h_ 9%
s n Tn n
. 5h 5h 3
Recognizing that _1 s = _1 and _1 T = _1 are the radii of
h h_ 3z R h_h_ 9z R
s n s 'n T

curvature of the surface along the £ and N coordinate lines, this

equation becomes
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2 2 ~ ~
13p=23p=p ["s+"] -0 [20(i XV_ ) - 2ri_] (3.7)
- - z rel r
2 an on 2 R R 2
a a S T a

which is one of the desired normal derivatives.
. ou du , .
Expressions for __ s and T can be determined most easily from

on on
the vorticity components. In the body centered coordinate system:

[ 3G 3w

ws = 1
hrhn on aC
= 1 [ —hT auT -u ahr]
hT an an
= -1 % o+ %Y (3.8)
R on
T
Also
woo= [% o+ (3.9)
RS on

For the highly loaded calculation, the flow is irrotational every-

where except downstream of the rotor and the vorticity components

- 20 = -20i
V4

a found from w =
re rel

e1

abs

If the fluid motion is not irrotational, the vorticity components
at the wall may be found by integrating Crocco's equation along a
particle path.

D(w/p) = (w/p *VV + 1 (VT X VS)
Dt o)
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An expression for u at the auxiliary point may be found by

observing that:

( _ du 3%y 2, du 3 4 O(snt
un)j+l = (un)j + n &n + n én° + n Sn° + (5n™?)
an on® 2 an°®> 3!
2 3
(un)'—l = (un), + %% 6n + O, sn? + 07U, sn? + &(6n*)
J 1 Tn onZ 2 on° 3!

Adding these equations and using the fact that u = Oyields:

2
+ 0 Yn &n?2 + S(n*)
on 2

(w1 = (4

As Sparis (13) pointed out, a second order accurate value of (un)j—l

3%u
can be found if S_Tn can be evaluated with first order accuracy.
n
. 3%u -
An expression for __1 can be found from the continuity equation
on?

3+ 1 [ 3 (hhup) +3 (hhup)+3 (hhup)]=0
3t hshn'h"r ag T n s an s nT 'é‘c" s Tn

which reduces to

9p + 3 (pu) + 2%t 3 (pu) + T 43 (ou) = 0
ot ds R 9T R n "
2 n

After taking d9_ and defining _1 ahT =1 and _1 EE§= 1

2 an hshT a& Rg hShT on RT

2¢ 2

Da YW+ ogp N 3% (pu ) _ 3 (puT) - _a_[(pus) + (Out)] (3.10)

= dn on dndt  9son 3T on an Rg Rn
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2
9 Uy can always be evaluated with first order accuracy by using
dn’
one-sided time and normal derivatives. For transonic irrotational
M
flow, all terms in this equation are at most the order of _rel, see
R
) (8n?) + (én*)
R

equations 3.7 and 3.8. Then (un)j—l = -(Un

41

When the surface characteristic radius of curvature is large,

n’ -1 = (un)j+l will be a second order accurate approximation.
For the thin, circular arc blades used for the test rotor, the
approximation is adequate. These equations complete the relations
needed to implement the solid-wall boundary conditionms.

The upstream and downstream boundary conditions are among the
most important conditions determining the solution. They, along
with the initial conditions, determine if a steady or unsteady solu-
tion is reached, the rotor pressure rise and the mass flow rate.
Unfortunately, the nature and number of conditions necessary for a
well posed problem is not known for sets of non-linear equations of
mixed type. We must therefore be guided by experience and intuition
in formulating these conditions for practical calculations,

Boundary conditions used in the highly loaded blade case were
derived using the following model. As can be seen from Figure 3.4,
the upstream and downstream boundaries are rather far from the rotor,
about 3 chord lengths. It would be expected that at these locations
the flow could be represented as a base flow with a superimposed

perturbation.

vV = Vo(t,r,z) + v'(t,r,0,2) v'/V << 1
0
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p = p (t,r,2) + p'(t,1,68,2) p'/p, <<1
where the base flow is independent of the azimuthal coordinate.

For this case, the equations describing the base flow are

oo - Vp, and Do, + (p V) =0

Dt p Dt °0°

Using as a coordinate system the modified cylindrical coor-
dinate system shown below, the equation of motion may be written in

terms of the tangential velocity and the meridional velocity,

[

in A

A ~ n i
m

V

e

The equations of motion written in a general orthogonal curvi-

linear coordinate system are

9p + 1 [3_(h_h,pu ) + 3 (h h,pu ) + 3 (h h pu Y] = 0
3t Thh. on m 68" n ~m n 6 m =5 nm 6
mn 6
aun + Eg_aun + EE Bun + E@_Bun + Yn"m ahn + YnUs ahn (3.11)
t h n h m h, a6 h h 9m h h, 96
n m 6 nm n 6
2 2
-y 3hm ug ahe - - 1 ¥
nh an hnh8 an ph  9n
?_l_lﬁ + il_n_ Sue + u_m 3ue + E.Q 3ue + Ygln Bhe + gl Bhe
ot h n h m 6 h,h ©om h .h on
n m ) 6 m 6 n
2 2
- m ahm - Yn ahn =-_1 3p
hth 96 hnhe 26 phe 30
aum + Eg_aum+39_aum + EQ Bum + upuy ahm + YUy ma
ot h 3n h_ om h, 96 h h_9n h h. 96
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2 2
_ Y ahe B Yn ahn - __1 op
h he om h h, 9m oh_ 9m
m n 0 m

Since u, = 0, by definition and g%—= 0 by assumption, these

equations reduce for the base flow to,

2
EEE N EE ahm _ ug Bhe _ 1 %
t h om h h, 9m Pph 9m
m m © m
d(pu_) 9(h_h,)
%, 1 + pu_[ 1 o ]1=20
dt hm a m nh he om
m (3.12)
aue .\ EE Bue .\ ugu Bhe o
ot h dm h h, 9m
m m 6
2 2
U ahm _ ug Bhe _ 1 3
hh n h h 9n ph on
mn n n

The first two equations may be rewritten in characteristic

form using the isentropic relation dp = a®dp

2
ﬁ_{_hilﬂ.'_._l_h: ue ( E.h_e )
ot " hj em " ph dm  hhy " Om (3.13)
3
1%, " p, a Mn__ M Mehy)
pa 9t pah dm h Om hhh om
m m nm?©

Adding and subtracting these equations yields

ou du u? dh
_m, 1 3p 1 _m 1 op,__68__ 8
[ t * pa dt 1+ hm [(um * a) om + (um t a) pa om ] hmhe am

au_ B(hehn)

+ hhh., om
nm6
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or
+ 2
ot = Y Mo - m 3 (hgh)
Dt h h, om hhonh om ° O
m O m 0 n
where
+
J = u + 2 a (3.14)
m =
y-1
- - u? oh au
DJ = 3] 8+ m ﬁ_(heh )
Dt hh.om hhh 9 n
6 m o n
where
J = um - 2 a
-1
The third equation is already in characteristic form.
Dug _ _ ug¥, Mg (3.15)
Dt h,h 9m
0'm

These characteristic equations are identical in form to the one
dimensional unsteady flow equationms.

For transonic compressor rotors the meridional Mach number is
less than one at the upstream and downstream boundaries. 1In this
case information flows to a point along the dovnstream running J
and convective characteristics and along the upstream running J°
characteristic. If a point lies on the upstream computational

+ s s s es
boundary, the J characteristic value may be specified as well as
the swirl velocity, ug If a point lies on the downstream computa-
tional boundary, the 3~ characteristic value may be specified.

For the highly loaded calculation, an inlet reservoir condi-

. . + . . .
tion, corresponding to a J value, and an inlet swirl velocity of

zero were specified. At the exit boundary, the static pressure was
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dh

specified. The curvature term, 1 8 was assumed to be small as
hmh9 am

would be the case if the physical domain were imagined to be

extended several diameters with constant radii both upstream and

downstream. This choice was made to model the experimental situa-

tion and for convenience, but more general geometries could be

utilized.

These boundary conditions are equivalent to the physical
constraints imposed when a compressor is tested. Inlet or reser-
voir conditions are specified, usually atmospheric stagnation condi-
tions, and the inlet swirl velocity is zero. Downstream of the
compressor, some throttling device is used to determine the
compressor operating point. A particular operating point is deter-
mined by the intersection of the compressor characteristic and the
throttle characteristic. The operation of this device could be
simulated by specifying either the compressor static pressure ratio
or the mass flow. It is computationally somewhat easier to specify
the rotor static pressure ratio.

No attempt was made to calculate the actual flow at the
throttle, and hence account for the effect of disturbances there.
Such a calculation, especially in the strongly rotating flow down-
stream of the rotor, is potentially as difficult as the through-flow
calculation itself. This simplification does imply some inconsis-
tencies at the boundaries. 1In particular, at the upstream boundary
the transmission of acoustic disturbances is falsified; at the

downstream boundary vorticity convection is distorted. The acoustic
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disturbances carry very little energy and their falsification can
have very little influence on the flow over the rotor. The rotor
mass flow for the solution to be presented was determined not by
the accumulated action of acoustic waves but by the action of a few
nearly plane waves of finite amplitude. When the downstream pertur-
bations are not calculated, the effective model of the flow beyond
the downstream computational boundary is one which is axisymmetric
and uniform in the streamwise direction. Such a flow can have no
radial vorticity and is potentially inconsistent with the blade
flow solution if that solution requires a significant amount of
radial vorticity to be present at the computational boundary. For
the present solution, this inconsistency does not appear to be
important even though some radial vorticity is shed by the rotor.
This vorticity is considerably modified by the cumulative action of
the artificial viscosity terms and the inherent dissipation and
dispersion of the numerical scheme. Resolution of radial vorticity
is further degraded by the increased spacing between axial grid
points as the downstream boundary is approached. In future calcula-
tions, the importance of the artificial viscosity terms should be
reduced by an order of magnitude or more. When this occurs, the
present model should be reconsidered.

An auxiliary observation to be made at this point about equa-
tions (3.12) is that the addition of blade force terms would not
alter their hyperbolic nature. Such a set of equations offers a

different method of solution for axisymmetric through-flow problems.



~51~
Some distinct advantages may stem from its hyperbolic nature when

the meridional Mach number approaches or exceeds one.

Limitations of computation time and storage prevent detailed
flow resolution near blunt leading and trailing edges. These points
are dealt with by the expedient of placing them between grid points,
or considering the edges to be infinitely thin. The Kutta condition
is imposed at the trailing edge by requiring that the suction and
pressure surface flow angles, in a plane normal to the blade axis,
and pressure be equal at the last grid point on the blade. This
procedure allows a slip surface to form in a plane tangent to the
trailing edge. The movement of this surface is not explicitly

followed in the calculation.

3.4 Results of Numerical Calculation

The solution for the highly loaded case was computed using
the IBM 370/168 computer available at the Information Processing
Center at Massachusetts Institute of Technology and the IBM 360/67
Time Sharing System at the NASA Lewis Research Center at Cleveland,
Ohio. The number of grid points necessary for a three dimensional
problem, about 13,000 for this solution, means that a large amount
of computer time is required to achieve a converged solution.
Because of the large expenditure of CPU time inveclved, this calcu-
lation was terminated when the solution was further from steady
state than would normally be desired. A residual unsteadiness of
5 percent is present at some points in the domain, but major features

of the solution like rotor total pressure ratio and shock wave
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strengths have been stable for over 80 time steps.

The computed rotor total pressure ratio, mass averaged, is
1.82 compared to 1.68 for the isentropic design case. The computed
average inlet Mach number is 0.46 while the design case has an inlet
Mach number of 0.50. The radial variation in the § averaged total
and static pressure ratios at the rotor exit 1s illustrated in Figure
3.5. This figure shows that the computed total pressure ratio varies
from a minimum value of 1,52 at the hub radius to approximately 1.85
at midspan. From this point out to the tip, the pressure ratio
oscillates around a value of about 1.88. The design pressure ratio
is constant at a value of 1.68. A minimum static pressure ratio of
1.07 occurs at the hub radius and the pressure ratio rises to a
maximum value of 1.40 near the tip radius.

Figure 3.6 shows the variation with radius of the inlet air
angle, in the relative reference frame, and the incidence angle.
Over the outer portion of the blade span, the incidence angle is
nearly equal to the design values. Over the inner portion of the
blade span, the incidence angles are much higher than the design
values; the additional incidence reaching 12.5 degrees at the hub
radius. In later sections the effect of these large angles of
attack on the rotor through-flow will be clearly seen.

The rotor exit air angles and the deviation angles are shown
in Figure 3.7 for the design and the computational cases. The
design exit angles are taken from the correlations of reference (8)

for double and multiple circular arc blades. The agreement between
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the predicted angles and angles from the correlations is quite good

over the entire span. The maximum difference is about two degrees.
The maximum deviation from the blade metal angles can also be seen
to be only two or three degrees across most of the blade span. At
the hub radius the blade camber is quite large, as is normally the
case with free vortex blading, and the deviation increases accor-
dingly.

Figure 3.8 compares the computed axial and pitchwise Mach
number variation with radius at the rotor exit to the design values.
The computed axial Mach number is close to the design value of 0.46
over the whole span. This figure also shows that the computed
pitchwise Mach number is higher than the design values over the
entire span. The design intent was to produce a free vortex outflow,
and the computed outflow approximates a free vortex from r/r = 0.75
to the tip‘radius. Near the hub radius the computed pitchwize Mach
number is constant rather than decreasing like 1/r.

Contour plots of the relative coordinate system Mach number
are shown in Figures 3.9 through 3.12. These plots are for compu-
tational blade-to-blade surfaces at the blade tip radius, the hub
radius and at two intermediate radii. Figure 3.9 indicates that a
strong passage shock exists at the tip radius and that it is nearly
normal to the flow. A weak oblique shock stands in front of the
cascade. The particular numerical method used is of the shock cap-
turing type which means that shock waves are resolved as local areas

of high gradients spread over several mesh points. The approximate
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location of the computed shocks is shown as dashed lines in the

figures. For the passage shock, this dashed line follows the Mach
number equal 1.0 contour which is at about the midpoint of this
shock. The importance of the entrance region geometry is indicated
by the expansion of the flow up to a Mach number of 1.7 on the
suction surface. Resolution of the oblique shock is poor because
of the relative coarseness of the finite difference grid in the
upstream region. The overall flow appears qualitatively the same
as the two dimensional flow illustrated by Figure 3.1. In Figures
3.10 and 3.11, the passage shock can be seen to weaken and move
forward relative to the blades as the radius decreases. The bow
shock in front of the cascade weakens and then disappears. Figure
3.12 shows the Mach number contours along the hub surface. In this
figure the effect of the large angle of attack on this blade section
can be seen. A patch of supersonic flow appears on the suction
surface in an otherwise subsonic flow as a result of the large flow
turning around the blade leading edge. A sharp recompression termi-
nates the supersonic patch and extends across the blade passage.
Plots of the pressure coefficient, Cp=(P-Pi)/%oiui , along
these same computational blade to blade surfaces are shown in
Figures 3.13 through 3.16. The subscript "i'" here refers to rotor
passage inlet conditions. These figures illustrate that the blade
loading is very high especially at the hub radius, Figure 3.16.
Here theACp from the minimum pressure point to the rotor exit is

1.42. This pressure rise is near the maximum that a two dimensional
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turbulent boundary layer can be expected to traverse,(Pexit‘ pmin)
/% (Quz)at b . is 0.81. The blade loading decreases
min

as the radius increases, ACp is only 0.59 at the tip radius.
However, the passage shock is probably strong enough to separate
the suction surface boundary layer. The absence of a leading edge
stagnation point is due to the relative coarseness of the finite-dif-
ference grid at the leading and trailing edges.

The flow field as illustrated by these eight figures appears
qualitatively as might be expected if the flow were quasi-two dimen-
sional. One illustration, however, that this flow is in fact
strongly three dimensional is shown in Figure 3.17. This figure
shows the position of three computed blade-to-blade stream surfaces,
which are normally called S1 surfaces. The coordinates of these
surfaces were determined by integration along the fluid particle
paths, through a constant inlet radius line. The projected view of
these surfaces is the one which would be seen by an observer facing
directly downstream. Near the tip radius these surfaces approximate
a surface of revolution; however, at smaller radii they cannot be
approximated as surfaces of revolution. The middle stream surface
in Figure 3.17 has an inlet radius ratio of 0.772. At the rotor
exit, the streamline on the blade suction surface has a radius ratio
of 0.80; while the streamline on the blade pressure surface has an
exit radius ratio of 0.85. The radial displacement of the two
streamlines is 16 percent of the blade height. At a slightly lower

radius, the displacement in streamlines is at its maximum value of
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20 percent. The warpage or streamline radial displacement is one

manifestation of the streamwise vorticity being shed by the rotor
blade. The necessity for a shed vortex sheet near the hub radius

is shown by Figure 3.8, where it can be seen that the average outlet
pitchwise velocity approximates a free vortex only over the outer
portion of the blade span. The very intricate nature of the flow
kinematics is illustrated by the S1 surface nearest the hub. Along
the blade suction surface the flow is converging in the radial direc-
tion while the streamlines are diverging in the azimuthal direction.
The reverse situation is occurring on the pressure surface.

Stream surfaces with a different orientation, normally called
S2 surfaces, are shown in Figure 3.18. These surfaces are deter-
mined by fluid particles which initially lie on a radial line. The
52 surfaces shown have upstream positions near the blade pressure
surface, at mid-gap, and near the blade suction surfaces. The
angular distance between these surfaces has been exaggerated to
allow each surface to be seen but otherwise they are to the same
scale and viewed as Figure 3.17. This figure shows, perhaps more
clearly than Figure 3.17, the blade to blade and hub to tip varia-
tion in streamline shape imposed by the free vortex blading.

The flow field illustrated in this chapter seems to be a
reasonable and realistic inviscid flow solution for a highly loaded
transonic compressor rotor. While this solution could be improved
by continued iteration to reduce unsteadiness and by increased grid

resolution at blade leading edges, incorporating even a first order
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boundary layer growth and separation prediction would seem to be a

more important step. In the next chapter, this solution will be
compared to experimental measurements made at the rotor design

point.



~58-
CHAPTER IV

COMPARISON OF RESULTS AND DISCUSSION

4.1 Comparison of Inviscid Solution to Intra-Blade

Dengity Measurements

An unique visualization study of the flow through the test
rotor has been reported by Epstein (3). He was able to visualize
the instantaneous static density field using a flourescent gas, 2, 3
butanedione, as a tracer. In this technique, the flow is illuminated
along a plane using a dye laser. The laser produces a 0.3 micro-
second pulse centered at a wavelength of 425 nm. Illumination at
this wavelength causes the tracer gas to fluoresce, within 10~
seconds. The intensity of the fluorescent emission, when photo-
graphically recorded, indicates the density variation in the illu-
minated plane. Quantitative density maps are obtained by correcting
the images for distortion and non-linearities in the illumination
and imaging systems. All the visualized density maps shown in this
chapter are reproduced from reference (3).

Figure 4.1 shows the radial positions of the seven planes for
which density maps were obtained. The visualized density in the
outermost plane, radius ratio of 0.88, is shown in Figure 4.2. In
this and subsequent fully corrected contour maps, the contour inter-
val is approximately 10 percent and the upstream density is specified
to be 1.0. The computed density contour map on this same plane is
shown in Figure 4.3. The contour interval for this map is 5 percent.

This figure shows that the flow expansion on the blade suction
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surface is accurately predicted both in magnitude and shape. The

flow expands to a density of about 90 percent of the upstream den-
sity at a point midway between the leading edge and the passage
shock. The spatial resolution of the passage shock is of course
much finer in the optical density measurements, but the shock
strength is the same in both cases, density ratio of 1.35, and the
shock falls nearly at the blade maximum thickness point. The flow
visualization also shows the passage shock to terminate in a lambda
shock formation typical of a laminar shock-boundary layer inter-
action. It appears that the shock does separate the boundary layer
as would be expected for a shock of this strength. A density ratio
of about 1.1 is predicted for the oblique shock standing in front
of the rotor while the measured value is 1.2. The flow visualiza-
tion also shows the shock to be detached. The computed shock
strength is correct for an attached oblique shock. For example, at
a radius ratio of 0.88, the upstream Mach number is 1.3 and the
required turning to align the flow with the suction surface is 3.5
degrees. According to the Rankine-Hugoniot relations, this shock
should be attached and have a density ratio of 1.1. The computed
density ratio is 1.1. However, a small decrease in the upstream
Mach number would require that the shock be detached as it is in
the visualization photographs.

The visualized and computed densities at a radius ratio of
0.83 are shown in Figures 4.4 and 4.5. The visualized flow appears

much the same as at the previous radius except for the low density
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"bubble' at the foot of the passage shock. A possible explanation

for this "bubble" is that it is the core of a strong vortex formed
by the vorticity from the outer region of the blade turning down-
stream around the separation region. Away from this '"bubble" the
computed flow seems to accurately model the visualized flow.

Experimental and computed densities in the r/rt = 0.80 plane
are shown in Figures 4.6 and 4.7. This plane is at a slightly
larger radius than the design sonic cylinder. The passage shock
remains quite strong in both cases, density ratio of 1.3, and the
flow expands on the suction surface to a density nearly equal to
the upstream density. The measured strength of the oblique shock
is large, density ratio of 1.25; while, the computed shock strength
is again smaller, about 1.05. No evidence of boundary layer separa-
tion is found at this radius, and the match between the computed and
experimental densities is best at this radius. The important three
dimensional nature of this flow is illustrated by the fact that the
suction surface expansion does not continue from the blade leading
edge up to the passage shock as it would if the flow were two dimen-
sional. The predicted minimum density point generally occurs about
midway between the leading edge and the passage shock. The experi-
mental minimum density also occurs in this same area although this
fact is not clear from Figure 4.6.

At a radius ratio of 0.70, Figures 4.8 and 4.9, the character
of the flow has markedly changed. In the visualized flow the bow

shock has been replaced by a diffuse compression region. Computed
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Mach number contours in the entrance region are closely approximated
by Mach number contours along the computational blade to blade
surface shown in Figure 3.11. The computed flow expands to a density
ratio of 0.80, relative to the upstream flow, at about the 35 percent
chord point as does the visualized flow. In both cases, the density
rise across the blade passage is 1.3.

The density fields are compared at a radius ratio of 0.65 in
Figures 4.10 and 4.11, This radius is the smallest for which exper-
imental measurements are available; unfortunately, much of the blade
passage is obscured by the blade shadow. Computed Mach numbers are
subsonic on this plane except for a supersonic patch at the minimum
density point. This point occurs somewhat further downstream of
its experimental position but otherwise the two density maps compare
well.

These comparisons between the visualized and computed densities
demonstrate that the inviscid computation accurately predicts the
intra-blade density field upstream from obvious viscous phenomena
like the passage shock-boundary layer interaction. The only impor-
tant difference is the consistent under prediction of the oblique
shock strength.

To determine if this difference is due to insufficient grid
resolution, the difference in rotor total pressure ratio, or some
other explanation such as an unstarted rotor passage will require

further work,
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4.2 Comparison of Inviscid Solution to Exit Flow

Measurements

The average performance of the test rotor was predicted well
within the limitations of inviscid flow analysis. Radial profiles
of the computed and experimental total and static pressure ratio,
theta averaged, are shown in Figure 4.12. This figure shows that
the average profile is accurately predicted even though the
computed total pressure ratio is higher than the experimental value.
The computed total pressure ratio, mass averaged, is 1.85; the
experimental value is 1.64. Contour maps of the total and static
pressures in a r-f plane immediately downstream of the rotor are
shown in Figures 4.13 and 4.14. Small deviations from periodicity
with blade spacing in these maps are artifacts from the contour
plotting routine. Except for the spikes in total pressure at
r/r = 0.86 and 0.91, important blade to blade variations occur only

t
around r/r = 0.80. Figures 2.24 and 2.25 are the experimental

pressure m;ps for the same axial station. The basic radial gradients
in both of these maps are predicted accurately, but local details
particularly near the blade wakes are not predicted well. One
unusual feature of the flow, the spikes in total pressure, does
appear to have an inviscid origin since they appear in both experi-
mental and computed pressure maps.

The computed average flow angles in the relative reference

frame are compared to the experimental angles in Figure 4.15. For

r/r < 0.90 the predicted angles are generally one to two degrees
t



lower than the measured values.—6iz larger r/r the predicted values
are generally 6 to 7 degrees lower than the me;sured values. Both
the time resolved pressure measurements and the gas density measure-
ments indicate that an unsteady boundary layer separation is
occurring at these radii.

Figure 4.16 shows the pitchwise variation of the computed
velocity components at a radius ratio of 0.75. Figures 2.14 and
2.15 show the time resolved Mach number components at a comparable
location., In Figure 2.14, areas of low axial Mach number are the
viscous blade wakes. These wakes also have an excess of pitchwise
Mach number. Between these wakes the structure of the velocity
field is reasonably well predicted by the inviscid computation.

In particular, the computed radial velocity has a large outward
component at the pressure surface. The measured radial velocity,
Figure 2.15, also has a large outward component at the edge of the
pressure side of the wake. Across the wake, its radial Mach number
decreases by 0.20 to 0.25 which means that a large cross flow
velocity exists inside the wake. Pitchwise and axial Mach numbers
between the wakes are generally consistent with Figure 4.16. The
time resolved flow from the hub to a radius ratio of about 0.80 is
similar to the flow shown in Figures 2.14 and 2.15.

Predicted velocities at a radius ratio of 0.86 are shown in
Figure 4.17. These velocities are similar to those for r/r = 0.75

t

except for a smaller jump in radial velocity. Figures 4.18 and

4.19 show the time resolved Mach number components at a radius ratio
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of 0.845. Wakes at this radius are not as sharply defined as at

lower radii, and the first wake shown appears to be shed from a
badly stalled blade. Away from the stalled blade, the inviscid
core flow is generally consistent with the predicted velocities
although the agreement is poorer than at an r/r of 0.74.
Increasing flow unsteadiness appears as the radius ratio increases
to 0.87, Figures 2.18 and 2.19. Blades at this radius appear
either to be badly stalled or to shed no easily defined wake. The
inviscid computation does not seem to model any portion of the flow
accurately. As the radius increases further, the time resolved flow
remains unsteady, and the agreement with the predicted velocities
remains generally poor.

Average computed and experimental exit Mach number profiles
are compared in Figure 4.20. The computed pitchwise Mach number
profile has nearly the same shape and slope as the experimental
profile except at the tip radius, but is at a higher level which
reflects the higher computed pressure ratio. At a radius ratio of
0.95, the experimental profile rises steeply. The axial Mach number
profiles differ substantially over the whole span. Much of the
difference in axial Mach number at the hub is due simply to the
effect of wake blockage. A simple integration over the measured
wake profile yields a total wake displacement thickness which is
approximately 15 percent of the blade spacing. Accounting for this
amount of blockage in a one dimensional manner would bring the com-

puted axial Mach number near the hub from 0.42 up to 0.55; the
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measured value at this location is 0.62. If the relative coordinate

system turning remained the same, this change in axial Mach number
would bring the computed pitchwise Mach number down to 0.47 from
0.53; the measured value at this location is 0.43. Even though
these changes represent only a lowest order correction to the
computed solution, it seems clear that accounting for the blade
boundary layer growth in even a simple manner would greatly improve
the accuracy of the predicted average performance.

The experimentally observed decrease in axial velocity and
Increase in pitchwise velocity at the tip radius are results which
have often been reported for single and multiple stage compressors
(16, 17, 18). These profiles are generally agreed to result from
the existence of an annulus wall boundary layer. However, for the
test rotor this explanation requires that the tip boundary layer
grow to a thickness which is approximately 10 percent of the blade
span across the rotor. Such a growth rate is several times faster
than that predicted by the best calculation procedures (18, 19).
These methods do not consider that for the test rotor the tip boun-
dary layer must cross both branches of the bow shock which could
cause rapid boundary layer growth. The experimental flow is further
complicated by the fact that in the outer portion of the annulus
blade wakes have a large pitchwise velocity and a large outward
radial velocity. These wakes which also have low axial velocity
tend to accumulate at the tip radius. The importance of these wakes

and the wall boundary layer is illustrated by the experimental total
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temperature map immediately downstream of the rotor, Figure 2.30.
An area of high temperature, low axial velocity fluid has collected
near the tip on the pressure side of the wake. This fluid is pro-
bably accumulated both by cross-flow in the wall boundary layer and
by convection of the blade wakes. At the measurement plane one
chord downstream, this fluid on the pressure side of the wake seems
to have become the center of a major loss area, see Figure 2.33
which is an entropy rise map.

While the iaviscid calculation provides a realistic base flow
solution and some insight into the details of the flow downstream
of the rotor, this exit flow is dominated to a large extent by the
wakes and the wall boundary layers. A significant improvement in
the computed average performance can be achieved by incorporating
even simple boundary layer models, but a complete understanding of
the downstream flow will require detailed consideration of the wakes

and the wall boundary layer.
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CHAPTER V

CONCLUSIONS AND DISCUSSION

A comprehensive investigation of the flow field produced by
an isolated transonic compressor rotor has been completed. This
study included time resolved flow measurements at two axial loca-
tions downstream of the rotor and a numerical computation of the
three dimensional inviscid through-flow. Spatial and temporal
resolution achieved was sufficient to determine velocity compo-
nents and pressures inside individual blade wakes and in the
surrounding flow. These measurements showed that the exit flow
could be separated into an inviscid core flow plus a wake only in
the inner half of the annulus. 1In the outer half of the annulus,
the exit flow was unsteady in the relative reference frame because
of an interaction with a cellular flow pattern established in the
downstream annulus by the shear disturbances themselves. Where an
inviscid core flow existed, its details were consistent with the
through-flow solution, but significant interaction between the core
flow and the wakes occurs. Where boundary layer separation and
unsteadiness were important flow features, the inviscid through-flow
solution did not accurately predict flow details, but the rotor
average performance was predicted well within the limitations of an
inviscid analysis. The accuracy of the predicted average perfor-
mance could be greatly improved by accounting for wake blockage.
Comparisons between the computed through-flow and a set of intra-

blade density measurements showed that the computed solutions
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accurately predicted the density field inside the rotor blade

passage even though the viscous phenomenon have an important
influence on the exit flow.

The three dimensional inviscid computation has considerable
potential as a compressor design and development tool, especially
when coupled with an accurate boundary layer solution, even though
each solution requires a large amount of computer time. It is
estimated that a converged solution for a new rotor geometry will
require about 25 hours of CPU time on an IBM 370/168. Such an
expenditure, while inappropriate for preliminary design studies,
can be easily justified for evaluation and improvement of final
designs. 1In addition when computations of this type are coupled
with high resolution experimental measurements these computations
are a powerful tool for understanding the flows encountered in

existing compressors.
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Design Parameters for Each Design Streamsurface
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5 mm

Sketch of Four-Diaphragm Probe Showing
Air Angle Definitions

Figure 2.5
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Scale Drawing of Miniature
Stagnation Pressure Probe
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Computed Blade to Blade Stream Surfaces

View as Seen Looking Downstream
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Figure 3,17






s
n
UMM.HDw
moauu

E L3

~§

.
=

T4
21n3
‘€

81

]

Hil
.

|
o

i

0D
du
n

23

ZS P

ns

Ja

oe

so






. N.Huuz ‘poads ubrsop e aie sabewT TTY
*10301 oTuOosuel}l Byl UT saueTd UOT3IRZITENSTA JO SUOT3TSO4

T1°y JHNOT1A

4010Y
ONI™IVS

AYVNOILVLS

-126-







88°0 = uu\u IN MOTI QaZITYNSIA
2°v DMOTI

@3SS3230ddNN

Q31034403 ATINd

6L°1-59"
%9°1-0¢"
6%°1-9¢°
SE1-2T”
1z2'1-80°
L0T°-€6°

€6°-08"

L I R |

X1ISN3@ FATIVIN

-127-







~-128-

¢4 2angrg

88°0 = OT3®Y snipey
de anojuo) K31suag painduoj

660







~-129-

6L°1~69"
?9°1-0¢
6%°1-9¢
SLU1-72°
12°1-80°
L0°T-%6"

£6°-08"°

61°-59°

—_ o -

ALISNIA FATLIVIIY

331034403 ATNd

€8°0 = *1/1 I¥ MOTd QEZITYNSIA
Py RNOTA

g3SS300¥dNN







-130-

'y 2andrg

£€8°0 = OTieY snipey
del anojuo) A3rsusg paindwo)

L8°0







-131-

6L°1-59°
¥9°1-08"
6%7°1-9¢°
SE°1-ez”
TZ°1-80°
{0T°-¢t6"

€6°-08"

ALISN3Q

AATIVIRY

05°0

(3 103¥40I ATNd

08°0 = uu\u IN M1 daZTTVNSIA
9°% MINOIJ

@3SS320¥dNN







-132-

L% @an31yg

08°0 = OT3IBY sSnIpey
de anojuo) A31suaq paindwo)







-133-

6L°1-59°1
79°1-06°1
6y 1-9€°1
SETT-22°1
1Z°1-80"1
L0°1-%6"
€6°-08"
6L°-59°

ALISNZQ FAIIVIY

0S50

e8°0

G3103¥¥02 ATINd

0L

0 = uu\u I¥ MOTd AIZITVNSIA
8°v MNOIJ

@3SS300¥dNN







0.70

Computed Density Contour Map

Radius Ratio =

-134-







-135-

6L°1-69"
%9 1-05"
6y°1-9t°
seT-TT”
1C°1-80°
0T -£6"
€6°-08"

£
[

ALISNEQ IAIIVIN

0s°0
E6'D “ e o

G3.153¥4¥02 ANn4d

§9°0 = Y1/ I¥ MOTd QEZITVNSIA
0T°v DIMDOIJI

Q3SS320¥dNN







-136-

11" % 2an314

G9°(Q = OTaRY snipey
del anojuo) LK31susaqg peaindwon






-137-

o
IS
O Calculated
® 1.60 | ,
2 X Experimental, portb
o
a ‘ O
.40 |- c 20 ©
Rt o) o]
© o)
! 1,20 o) X X X
< O
a. X
\N O' X
a? o
.00 I | | I
0.6 0.7 0.8 0.9 I.0
r/r,
O Calculated

(o]

= X Experimental , port 5

O

® 2.0

=

5 o,°

2 0000 o
—_ .8 (o)

o (@]

o O

5 O x X X

_ xXx X X Xy

~

K O X

a

|.4 X | | | |
0.6 0.7 0.8 0.9 1.0
r/ry

Rotor Total and Static Pressure Ratios
Theta Averaged Values
Figure 4.12






€1y 2an81g SO0TY3d INISSHd 30H71H
Na-e ! 0L'¢ 5¢°¢
TR P

-138-

2

6o 1 B 1. 1-7o-TEEE]

68 1-08"1

29 1-z¢ 1] 98p7 JuTTIeAL °psTd 3V
B dey 07384 sanssodad 18305 peinduon
08 " 1-1.°T Ig Nm.Hv_ _

om_H mm;ﬁ 4.ﬂmbo‘ mﬁwj oo@QJ

0L

b

[ag]






#T°H 2an814

J

-139-

SS8d 4
o1

Ug 14

mmwm

)

a3

’,_

SEQ

0D’

sv1 <
8% T-6€°T Fimag
6€°T-1¢°1T [FEF]

1€ 1221
2z 1-61° T

SR

At

0

h8

0

6

1

86

611 5[]

dey o13sYy

odpg Jujri®Ll opsBIg 3V

aanssoaad 971383185 pendwo)

1H/H

ORIGINAL PAGE 18
OF POOR QUALITY






-140-

80.0F O Calculated
X Experimental, port5
@ X
> 60.0| x X
X &0
O xo
~ 40.0 o)
- x3
b4 0]
~ N O o
Q 20.0+
0.0 | 1 | 1
0.6 0.7 0.8 0.9 (.0

r/rf

Rotor Exit Air Angles Relative Coordinate
Frame Theta Averaged Values

Figure 4.15






V/CO~'velocity ratio

—

-141-

Computed velocity Components
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